LightPartner

Technical Details

Possible combinations of features and other options
available on request. Please contact us for more information.

Luminaire Type Table Luminaire

Input Voltage 110 - 240 VAC

Area Indoor

Application Cruise / Offshore / Naval /
Commercial

Frequency 50-60 Hz

Wattage x12W

Lumen Output 1260 Im

Color Temperature 6000 K

Beam Angle 25°

Beam Direction Flexible arm
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Friction-arm LED machine light with switch for
workbenches with harsh ambient conditions

Engineered for tough environments, the TI65 Friction-arm LED
Machine Light delivers durable and precise illumination for your
workbench. With a robust housing of aluminum, steel, and GRP,
and a protective IP65 rating, this light is built to withstand harsh
conditions. Its adjustable friction arm and powerful LED light
source make it the perfect, reliable partner for demanding tasks,
ensuring clear visibility where you need it most.

Control Mode

Cover / Diffusor
Material of Housing
Color of Housing / Ring
Type of Light Source
Light Source Included
External Wiring

Type of Connection
Mounting Type

IP Class

Ambient Temperature in °C

Integrated on-off switch
Glass clear

Aluminium

RAL9006

LED

Yes

Cable 1500 mm

Schuko plug

Mounting holes

IP65

0..+450
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