LightPartner

Technical Details

Possible combinations of features and other options
available on request. Please contact us for more information.

Luminaire Type

Input Voltage

Area

Application

Frequency
Wattage
Control Mode

Cover / Diffusor

LIGHTPARTNER GmbH & Co. KG

Downlight

230 VAC /110 - 240 VAC [ 24
VDC

Indoor and Outdoor

Cruise / Offshore / Naval /
Commercial

50-60Hz /0 Hz
GU5.3 max. 10 W
Switchable / Dimmable

Glass clear
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DL67

Watertight downlight, adjustable, for MR16 LED
lamps. Applicable for outdoor areas

The DL67 is a compact and durable downlight designed for
outdoor and wet-area use on ships. Its black powder-coated
stainless-steel housing, clear glass cover, and glossy decorative
ring create a sleek, maritime-ready fixture. Fully adjustable and
rated IP65, it accepts standard GU5.3 MR16 LED lamps (not
included), delivering focused illumination exactly where needed.
Easy to install using just three fixing holes and a brass cable gland,
the DL67 ensures practical, reliable lighting in any weather
condition.

Material of Housing Stainless Steel

Color of Housing / Ring RAL / NCS colors / chrome/
brushed

Type of Light Source LED lamp

Light Source Included No

External Wiring Cable 600 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Mounting holes
IP Class IP65

Ambient Temperature in °C -25...+45
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