LightPartner

Technical Details

Possible combinations of features and other options

available on request. Please contact us for more information.

Luminaire Type
Input Voltage
Area

Application

Frequency
Wattage
Lumen Output

Color Temperature

CRI Color Rendering Index
Beam Angle

Control Mode

LIGHTPARTNER GmbH & Co. KG

Downlight
230 VAC /120 VAC/24VDC
Indoor and Outdoor

Cruise / Offshore / Naval /
Commercial

50-60Hz /0 Hz
x1wW
50Im

3000 K /4000 K /5700 K /6500
K /Red/ Green / Blue

80/90
36°

Switchable / Dimmable
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DLO1

The DLO1 from LightPartner is a discreet, recessed step or path
light that adds elegance and safety to stairways and passageways
aboard ships. With its compact stainless-steel housing, brushed
decorative ring, and opal polycarbonate lens, it delivers a soft,
warm glow while blending seamlessly into interiors. Rated IP44 and
designed to maritime classification standards, the DLO1is easy to
install using spring clips for wall thicknesses of 1-25 mm. It
consumes minimal energy, is dimmable, and offers customization
choices such as various color temperatures and finish
options—making it a subtle yet effective addition to premium
lighting schemes.

Cover / Diffusor Polycarbonate clear

Material of Housing Stainless Steel

Color of Housing / Ring Brushed

Type of Light Source LED

Light Source Included Yes

External Wiring Cable 150 mm
Type of Connection Plug 2-pole
Mounting Type Springs

IP Class P44

Ambient Temperature in °C -25...+45
Cut Outin mm 30 mm
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