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LightPartner is a leading provider of high-quality light-
ing solutions for the maritime industry. Since 1995, we 
have been developing innovative, customizable light-
ing systems for the industry’s specific requirements. We 
don’t just deliver products; we deliver well-thought-out 
solutions, from Customized special designs for luxury 
liners to reliable standard luminaires for cargo ships. We 
consider ourselves to be creative, reliable and fair part-
ners for shipyards, shipping companies and planners 
worldwide.

We create confidence  
with light.

Philosophy & Values

Quality

For LightPartner, quality is more than just a standard. 
Our solutions not only meet the highest technical  
requirements, but also impress with their efficiency  
and durability.

Partnership

For LightPartner, a partnership is more than just a business 
relationship. LightPartner sees itself as a responsive  
and respectful partner that actively supports its custo-
mers‘ goals and thinks ahead.

Integrated approach

LightPartner offers system solutions and supports  
the entire process – from the initial idea to production, 
implementation and continuous optimization. 

Reliability

LightPartner stands by its word. Transparency, reliability 
and trust are the basis for long-term, successful part-
nerships.

Innovation

LightPartner strives to use new technologies in a 
meaningful, creative and sustainable way. Innovation  
is the key to the continuous improvement of our  
products and processes.
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At LightPartner, we understand that lighting on cruise ships 
and ferries is more than just illumination – it plays a crucial 
role in shaping the passenger experience. Since 1995, we 
have been delivering sophisticated, high-quality lighting  
solutions tailored to the unique requirements of the cruise 
and ferry industry.

From luxurious cruise liners to high-capacity ferries, we pro- 
vide customized lighting concepts that combine functionality, 
energy efficiency, and visual appeal. Our product range 
includes everything from elegant decorative luminaires for 
public areas and cabins, to robust, reliable fixtures for 
technical zones and crew areas.

Shaping atmosphere 
through light

Cruise lighting  
solutions  
that elevate  
the journey

We bring decades of experience in 
cruise lighting to your project

Cruise ships and ferries present unique challenges and 
opportunities when it comes to lighting design. From 
creating a luxurious, inviting atmosphere for passengers 
to ensuring functional and reliable illumination for crew 
and technical areas, every detail matters. Whether you 
are designing a newbuild or planning a comprehensive 
refit. We work closely with shipowners, architects, de-
signers, and shipyards to develop lighting solutions that 
are as aesthetic as they are practical.

Partnership and quality are our 
top priorities

Our approach is always flexible and customer-focused: 
we combine Customized, project-specific designs with  
a wide range of proven, maritime-certified luminaires. 
From grand atriums and guest cabins to restaurants, spas, 
corridors, and engine rooms – every LightPartner product 
is engineered to meet the highest standards in comfort, 
safety, energy efficiency, and long-term reliability.

Cruise ships & ferries

Sustainability

Energy-efficient solutions reduce environmental im- 
pact and support more sustainable ship operation.

Human Centric Lighting

Lighting concepts that enhance the comfort  
and well-being of passengers and crew.

Aesthetics

High-quality design and tailor-made aesthetics  
create an attractive atmos-phere on board.

Various application areas

Our versatile portfolio meets the wide range  
of lighting requirements on a cruise ship.

Key priorities in this segment



Lighting built to  
last at sea

Commercial
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Commercial shipping presents unique challenges, especially 
when it comes to lighting. At sea, luminaires must withstand 
extreme conditions: salt water, vibrations and extreme 
temperatures. This places high demands on materials and 
technology.

We deliver reliable solutions that are precisely tailored to 
your needs, suitable for new builds, retrofits or specialised 
vessels. Because quality lighting is crucial for safety and 
efficiency on and below deck.

Trusted light-
ing solutions 
for commer-
cial vessels

More than just shine: lighting that 
checks all the boxes

Modern ship lighting must be robust, low-maintenance 
and energy-efficient. It must function in all weather 
conditions and under extreme stress. Each application, 
whether for the engine room, living quarters or work 
areas, has its own requirements. These include light 
color, reliability, and certifications in accordance with 
international standards such as IMO or IEC 60092.

Future-oriented solutions for efficient 
vessels

With sophisticated design, durable LED technology and 
practical mounting options, we offer lighting systems 
that shipowners, crews and shipyards worldwide rely 
on. Our solutions are developed for seamless integra-
tion into existing vessels, making refits and replace-
ments easy and cost-effective. This way, we aim to play 
an active role in improving modern commercial ship-
ping.

Cost efficiency

Designed to provide reliable performance  
while keeping operating and investment costs 
under control.

Long service life

Built for durability, ensuring consistent  
lighting over many years in demanding maritime  
environments.

Minimal maintenance

Robust components and smart design keep  
servicing needs low and vessel downtime to  
a minimum.

Compatibility with refits and spares

Easy to integrate into existing systems, making 
replacements and upgrades straightforward and 
economical.

Key priorities in this segment



Maximum reliability in 
extreme conditions

Offshore
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Offshore wind platforms place the highest demands on 
technology and materials. In the midst of rough seas, strong 
winds, constant humidity and a corrosive, salty atmosphere, 
luminaires must function with absolute reliability. They are 
crucial for personnel safety, night-time orientation and the 
smooth execution of maintenance and inspection work – in 
all weather conditions and at all times.

Lighting  
solutions  
designed for 
harsh offshore 
environments

We are experienced specialists for  
offshore lighting

LightPartner offers robust, tailor-made lighting con-
cepts for offshore wind farms that optimally combine 
safety, functionality and efficiency. With many years 
of experience in the maritime environment and a deep 
understanding of offshore requirements, we deliver 
lighting solutions you can rely on – even in the most 
remote locations.

Harsh environments

Built to perform reliably under extreme weather 
and operational conditions.

Advanced corrosion protection

Materials and coatings ensure long-term  
durability against salt and humidity.

Integrated control and  
monitoring systems

Smart technology enables efficient management 
and real-time oversight of lighting.

Surge and burst protection

Robust electronics safeguard against voltage 
spikes and guarantee operational safety.

Key priorities in this segment
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The Navy’s job is to keep our seas safe. This makes it crucial 
that all shipboard systems function reliably at all times. 
Lighting plays a key role here, serving many purposes. From 
normal lighting and emergency orientation to living quarters  
and non-lethal defence systems, our portfolio covers all areas 
of naval vessel applications.

Designed in Germany, manufactured in Europe. LightPartner 
creates functional, reliable and long-lasting luminaires that  
fulfill the demanding requirements of modern navy lighting.  
Based on over two decades of successful application world- 
wide, our versatile product portfolio has proven to meet the 
highest quality standards and set new ones along the way.

Safety through 
reliability

Designed in cooperation with the Navy

Many of our naval luminaires are designed and developed 
in cooperation with the Navy to meet their extreme 
demands. Thanks to this collaboration, our lights benefit 
from practical expertise – for maximum reliability and 
safety at sea.

Built to drive the standards

Our lights have been specially developed for use at sea. 
They comply with the highest international military  
standards for vibration, shock and EMC. We play an 
active role in shaping these standards.

Shock resistance

Robust design that can withstand vibrations and 
heavy impact during demanding missions.

EMC compliance

Tested to ensure electromagnetic compatibility 
and interference-free operation.

Emergency lighting functions

Reliable backup illumination is essential for ensu-
ring safety in critical situations.

Night vision compatibility

Specialized solutions allow seamless interaction 
with night vision equipment.

Key priorities in this segment

Lighting for challenging 
environments

Naval Vessel
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ST76 S
Highly efficient, stainless steel LED floodlight for decks and holds

The ST76S from LightPartner delivers cutting-edge lighting performance, engineered 
specifically for demanding maritime and industrial environments such as decks, cargo 
areas, or offshore platforms. Its housing, made from seamless stainless steel, with a 
durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress. Featuring a powerful LED module with 3000 lm light output, 
securely integrated into an IP67-rated enclosure. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

ST76 M
Highly efficient, stainless steel LED floodlight for decks and holds

The ST76M from LightPartner delivers cutting-edge lighting performance, engineered 
specifically for demanding maritime and industrial environments such as decks, cargo 
areas, or offshore platforms. Its housing, made from seamless stainless steel, with a 
durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress. Featuring a powerful LED module with 6000 lm light output, 
securely integrated into an IP67-rated enclosure. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

Spare Parts Part No.
Cover with frame 7902003800

Bracket 7501000300

Reflector kit 22° 7901003400

Reflector kit 37° 7901003500

Reflector kit 52° 7901003600

Reflector kit 91° 7901003700

Technical Details
Input Voltage 110–240 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 25 W

Lumen Output 6000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser
Tempered glass, DIN 12150, partially 
lacquered

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Exterior connection box with cable 
glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Bracket

IP Class IP67

IK Class IK09

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof / Adaption light

Spare Parts Part No.
Cover with frame 7902004400

Bracket 7501007100

Reflector kit 22° 7901003400

Reflector kit 37° 7901003500

Reflector kit 52° 7901003600

Reflector kit 91° 7901003700

Technical Details
Input Voltage 110–240 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 25 W

Lumen Output 3000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser
Tempered glass, DIN 12150, partially 
lacquered

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Exterior connection box with cable 
glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Bracket

IP Class IP67

IK Class IK09

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof / Adaption light
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ST76 XL
Highly efficient, stainless steel LED floodlight for decks and holds

The ST76XL from LightPartner delivers cutting-edge lighting performance, engineered 
specifically for demanding maritime and industrial environments such as decks, cargo 
areas, or offshore platforms. Its housing, made from seamless stainless steel, with a 
durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress. Featuring a powerful LED module with 11000 lm light output, 
securely integrated into an IP67-rated enclosure. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

ST76 L
Highly efficient, stainless steel LED floodlight for decks and holds

The ST76L from LightPartner delivers cutting-edge lighting performance, engineered 
specifically for demanding maritime and industrial environments such as decks, cargo 
areas, or offshore platforms. Its housing, made from seamless stainless steel, with a 
durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress. Featuring a powerful LED module with 8000 lm light output, 
securely integrated into an IP67-rated enclosure. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

Spare Parts Part No.
Cover with frame 7902003500

Bracket 7501000100

Reflector kit 22° 7901003400

Reflector kit 37° 7901003500

Reflector kit 52° 7901003600

Reflector kit 91° 7901003700

Technical Details
Input Voltage 110–240 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 25 W

Lumen Output 8000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser
Tempered glass, DIN 12150, partially 
lacquered

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Exterior connection box with cable 
glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Bracket

IP Class IP67

IK Class IK09

Ambient Temperature in °C -25… +45

Spare Parts Part No.
Cover with frame 7902003400

Bracket 7501006200

Reflector kit 22° 7901003400

Reflector kit 37° 7901003500

Reflector kit 52° 7901003600

Reflector kit 91° 7901003700

Technical Details
Input Voltage 110–240 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 4× 25 W

Lumen Output 11000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser
Tempered glass, DIN 12150, partially 
lacquered

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Exterior connection box with cable 
glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Bracket

IP Class IP67

IK Class IK09

Ambient Temperature in °C -25… +45
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ST80 S
High power LED floodlight for decks, holds and seaports

The ST80S takes marine and industrial lighting to the next level. With two powerful LED 
modules delivering 12000 lm, it ensures excellent visibility even on large decks, cargo 
holds, or offshore platforms. Its housing, made from seamless stainless steel with a 
durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress, including IP67 protection. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

ST80 M
High power LED floodlight for decks, holds and seaports

The ST80M takes marine and industrial lighting to the next level. With three powerful 
LED modules delivering 18000 lm, it ensures excellent visibility even on large decks, 
cargo holds, or offshore platforms. Its housing, made from seamless stainless steel with 
a durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress, including IP67 protection. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

Spare Parts Part No.

PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800

Technical Details
Input Voltage 120–277 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 3× 50 W

Lumen Output 18000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

CRI Color Rendering Index 80 / 90

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

External Wiring Ø 9–14 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable

Mounting Type Bracket

IP Class IP67

Ambient Temperature in °C -25… +45

Spare Parts Part No.

PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800

Technical Details
Input Voltage 120–277 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 2× 50 W

Lumen Output 12000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

CRI Color Rendering Index 80 / 90

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

External Wiring Ø 9–14 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable

Mounting Type Bracket

IP Class IP67

Ambient Temperature in °C -25… +45
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ST80 L
High power LED floodlight for decks, holds and seaports

The ST80L takes marine and industrial lighting to the next level. With four powerful 
LED modules delivering 24000 lm, it ensures excellent visibility even on large decks, 
cargo holds, or offshore platforms. Its housing, made from seamless stainless steel with 
a durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress, including IP67 protection. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

ST80 XL
High power LED floodlight for decks, holds and seaports

The ST80XL takes marine and industrial lighting to the next level. With six powerful 
LED modules delivering 36000 lm, it ensures excellent visibility even on large decks, 
cargo holds, or offshore platforms. Its housing, made from seamless stainless steel with 
a durable powder coating, ensures maximum resistance against corrosion, vibration, 
and mechanical stress, including IP67 protection. Efficient, reliable, and built to last – 
available in several variants, such as multiple beam angles, gland options, different color 
temperatures, and many more features for your demands.

Spare Parts Part No.

PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800

Technical Details
Input Voltage 120–277 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 4× 50 W

Lumen Output 24000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

CRI Color Rendering Index 80 / 90

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

External Wiring Ø 9–14 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable

Mounting Type Bracket

IP Class IP67

Ambient Temperature in °C -25… +45

Spare Parts Part No.
PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800

Technical Details
Input Voltage 120–277 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 6× 50 W

Lumen Output 36000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dual Phase / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

External Wiring Ø 9–14 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable

Mounting Type Bracket

IP Class IP66/67

Ambient Temperature in °C -25… +45
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ST81 S
High power LED floodlight for decks, holds and seaports

The ST81S combines robust marine-grade construction with cutting-edge energy 
efficiency. Delivering up to 15000 lm light output with only 2× 55 W, it provides 
outstanding illumination while reducing power consumption and operating costs – the 
ideal solution for energy-conscious ship operators and offshore installations. Its housing, 
made from seamless stainless steel with a durable powder coating, ensures maximum 
resistance against corrosion, vibration, and mechanical stress, including IP67 protection. 
Efficient, reliable, and built to last – available in several variants, such as multiple beam 
angles, gland options, different color temperatures, and many more features for your 
demands.

ST81 M
High power LED floodlight for decks, holds and seaports

The ST81M combines robust marine-grade construction with cutting-edge energy 
efficiency. Delivering up to 22500 lm light output with only 3 × 55 W, it provides 
outstanding illumination while reducing power consumption and operating costs – the 
ideal solution for energy-conscious ship operators and offshore installations. Its housing, 
made from seamless stainless steel with a durable powder coating, ensures maximum 
resistance against corrosion, vibration, and mechanical stress, including IP67 protection. 
Efficient, reliable, and built to last – available in several variants, such as multiple beam 
angles, gland options, different color temperatures, and many more features for your 
demands.

Technical Details
Input Voltage 120–277 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 3× 50 W / 3× 55 W

Lumen Output 18000 lm / 22500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dimmable / DALI

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry Cable glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 9–14 mm / Ø 6–13 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable / Terminal 3-pole / 5-pole, 2.5 mm² 
/ 4 mm²

Mounting Type Bracket

IP Class IP66/67

Ambient Temperature in °C -40… +50

Features Connection box / EMI-proof

Spare Parts Part No.
PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800

Spare Parts Part No.
PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800

Technical Details
Input Voltage 120–277 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 55 W

Lumen Output 15000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dimmable / DALI

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry Cable glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 9–14 mm / Ø 6–13 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable / Terminal 3-pole / 5-pole, 2.5 mm² / 
4 mm²

Mounting Type Bracket

IP Class IP66/67

Ambient Temperature in °C -40… +50

Features Connection box / EMI-proof
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ST81 L
High power LED floodlight for decks, holds and seaports

The ST81L combines robust marine-grade construction with cutting-edge energy 
efficiency. Delivering up to 30000 lm light output with only 4× 55 W, it provides 
outstanding illumination while reducing power consumption and operating costs – the 
ideal solution for energy-conscious ship operators and offshore installations. Its housing, 
made from seamless stainless steel with a durable powder coating, ensures maximum 
resistance against corrosion, vibration, and mechanical stress, including IP67 protection. 
Efficient, reliable, and built to last – available in several variants, such as multiple beam 
angles, gland options, different color temperatures, and many more features for your 
demands.

Technical Details
Input Voltage 120–277 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 4× 50 W / 4× 55 W

Lumen Output 27000 lm / 30000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Beam Direction Up 90° and Down 90°

Control Mode Switchable / Dimmable / DALI

Cover / Diffuser Tempered glass, DIN 12150, clear

Material of Housing Polycarbonate / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry Cable glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 9–14 mm / Ø 6–13 mm

Type of Connection
1× / 2× IDC fast connector / connection 
cable / Terminal 3-pole / 5-pole, 2.5 mm² / 
4 mm²

Mounting Type Bracket

IP Class IP66/67

Ambient Temperature in °C -40...+50

Features Connection box / EMI-proof

Spare Parts Part No.
PC hood 7502008000

Bracket 7501000100

Cable entry 7211004800
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TL40 S
Multipurpose watertight luminaire for engine rooms, work shops, 
stores, passage ways and outdoor areas

The TL40S from LightPartner is a durable and versatile LED luminaire for marine and 
industrial environments such as engine rooms, workshops, storage areas, passageways, 
and outdoor areas. Delivering up to 4500 lm with low power consumption, it combines 
efficiency with robust IP67 protection. The galvanized steel or stainless steel housing 
with a resilient powder coating ensures long-lasting resistance, while clear or opal 
polycarbonate covers offer flexibility in light distribution. With various options available – 
including different voltages, dimmable versions, emergency backup, and alternative color 
temperatures – the TL40S can be tailored to meet a wide range of project requirements. 
TL40S – Powerful, reliable, and built to adapt.

Spare Parts Part No.
Clear cover TL40S 7112001100

Opal cover TL40S 7112001900

Clamps (6 pcs) 7106000300

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 18 W / 1× 40 W

Lumen Output 2200 lm / 4500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI / Sensor

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Polycarbonate clear / opal

Material of Housing Galvanized steel / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Cable glands, Plastic / Brass, 1×-4× M20 
/ 1×-2× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bolt Kit 8 mm / Bracket LP160 / Bracket GL

IP Class IP67 / IP66

IK Class IK08

Ambient Temperature in °C -25… +45 / -40… +60

Features Shock proof / EMI proof / Adaption light / 
Connection box

TL40 L
Multipurpose watertight luminaire for engine rooms, work shops, 
stores, passage ways and outdoor areas

The TL40L from LightPartner is a durable and versatile LED luminaire for marine and 
industrial environments such as engine rooms, workshops, storage areas, passageways, 
and outdoor areas. Delivering up to 8100 lm with low power consumption, it combines 
efficiency with robust IP67 protection. The galvanized steel or stainless steel housing 
with a resilient powder coating ensures long-lasting resistance, while clear or opal 
polycarbonate covers offer flexibility in light distribution. With various options available – 
including different voltages, dimmable versions, emergency backup, and alternative color 
temperatures – the TL40L can be tailored to meet a wide range of project requirements. 
TL40L – Powerful, reliable, and built to adapt.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 40 W / 1× 60 W

Lumen Output 4500 lm / 8100 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI / Sensor

Emergency Function Optional Sec. circuit / 3h Battery backup

Cover / Diffuser Polycarbonate clear / opal

Material of Housing Galvanized steel / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Cable glands, Plastic / Brass, 1×-4× M20 
/ 1×-2× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bolt Kit 8 mm / Bracket LP160 / Bracket GL

IP Class IP67 / IP66

IK Class IK08

Ambient Temperature in °C -25… +45 / -40… +60

Features Shock proof / EMI proof / Adaption light / 
Connection box

Spare Parts Part No.
Clear cover TL40L 7112001200

Opal cover TL40L 7112002000

Clamps (8 pcs) 7106002200
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EX40 S
Explosion proof LED luminaire, surface mounting, for zone 1/2

The EX40S from LightPartner is an explosion-proof LED luminaire expertly designed for 
hazardous zones 1 and 2, ensuring reliable performance aboard vessels in demanding 
environments. Built with a stainless-steel, powder-coated housing and a clear 
polycarbonate cover, it delivers powerful, uniform illumination while maintaining IP67 
protection against dust and water ingress. Fully ATEX-compliant designations—including 
II 2G Ex eb mb op is IIC T5 Gb and II 2D Ex tb op is IIIC T55°C/70°C Db—it operates safely 
between –40 °C and +45 °C, and runs off 120–240 V AC (50–60 Hz). With available 
variants offering different temperature ratings, light outputs, and through-wiring options, 
the EX40S adapts precisely to varying project requirements

EX40 L
Explosion proof LED luminaire, surface mounting, for zone 1/2

The EX40L from LightPartner is an explosion-proof LED luminaire expertly designed for 
hazardous zones 1 and 2, ensuring reliable performance aboard vessels in demanding 
environments. Built with a stainless-steel, powder-coated housing and a clear 
polycarbonate cover, it delivers powerful, uniform illumination while maintaining IP67 
protection against dust and water ingress. Fully ATEX-compliant designations—including 
II 2G Ex eb mb op is IIC T5 Gb and II 2D Ex tb op is IIIC T55°C/70°C Db—it operates safely 
between –40 °C and +45 °C, and runs off 120–240 V AC (50–60 Hz). With available 
variants offering different temperature ratings, light outputs, and through-wiring options, 
the EX40L adapts precisely to varying project requirements

Spare Parts Part No.
Clear cover 7112038500

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 37 W

Lumen Output 5439 lm

Color Temperature 4500 K

Emergency Function Optional 3h Battery backup

Cover / Diffuser Polycarbonate clear

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL colors

Cable Entry
Cable glands, Plastic / Brass, 1× / 2× 
M20, 1× / 2× M25

External Wiring Ø 8–13 mm / Ø  10–17 mm

Type of Connection Terminal 3-pole / 4-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket LP160 / Bracket GL

IP Class IP67

IK Class IK10

Ambient Temperature in °C -40… +45

Spare Parts Part No.
Clear cover 7112038400

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 20 W

Lumen Output 2735 lm

Color Temperature 4500 K

Emergency Function Optional 3h Battery backup

Cover / Diffuser Polycarbonate clear

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL colors

Cable Entry Cable glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 8–13 mm / Ø  10–17 mm

Type of Connection Terminal 3-pole / 4-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket LP160 / Bracket GL

IP Class IP67

IK Class IK10

Ambient Temperature in °C -40… +45
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TL Vario M
Multipurpose watertight luminaire for engine rooms, work shops, 
stores, passage ways and outdoor areas

The TL Vario M from LightPartner is a rugged, watertight LED luminaire engineered for 
demanding marine and industrial spaces such as engine rooms, workshops, storage 
areas, passageways, and outdoor zones. It delivers bright, efficient illumination with 
up to 2200 lm at just 20 W, housed in an impact- and UV-resistant opal polycarbonate 
enclosure that meets maritime classification standards and offers IP66/67 protection. 
Weighing only 1.9 kg and available in 3000 K or 4000 K color temperatures, the TL Vario 
M can be tailored to project needs through options including battery backup, shock-
proof variants, custom mounting systems, additional red or green lighting, through-wiring, 
various cable glands, and alternative supply voltages.

TL Vario L
Multipurpose watertight luminaire for engine rooms, work shops, 
stores, passage ways and outdoor areas

The TL Vario L from LightPartner is a rugged, watertight LED luminaire engineered for 
demanding marine and industrial spaces such as engine rooms, workshops, storage 
areas, passageways, and outdoor zones. It delivers bright, efficient illumination with 
up to 4500 lm at just 40 W, housed in an impact- and UV-resistant opal polycarbonate 
enclosure that meets maritime classification standards and offers IP66/67 protection. 
Weighing only 2.8 kg and available in 3000 K or 4000 K color temperatures, the TL Vario 
L can be tailored to project needs through options including battery backup, shock-proof 
variants, custom mounting systems, additional red or green lighting, through-wiring, 
various cable glands, and alternative supply voltages.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 20 W

Lumen Output 4500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Polycarbonate, impact-proof, UV-
resistant, opal

Material of Housing
Polycarbonate, impact-proof, UV-
resistant, grey

Cable Entry
Cable glands, Plastic / Brass, 1×-4× M20 
/ 1×-2× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired Connection box

Mounting Type Bolt Kit 8 mm / Bracket LP160 / Bracket GL

IP Class IP66/67

IK Class IK08

Ambient Temperature in °C -20… +45

Features Shock proof / EMI proof / Adaption light

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 10 W

Lumen Output 2200 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Polycarbonate, impact-proof, UV-
resistant, opal

Material of Housing
Polycarbonate, impact-proof, UV-
resistant, grey

Cable Entry
Cable glands, Plastic / Brass, 1×-4× M20 
/ 1×-2× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired Connection box

Mounting Type Bolt Kit 8 mm / Bracket LP160 / Bracket GL

IP Class IP66/67

IK Class IK08

Ambient Temperature in °C -20… +45

Features Shock proof / EMI proof / Adaption light
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TL53 S
Pressure watertight luminaire for open decks and deck rails, able to 
resist heavy seas

The TL53S from LightPartner is a pressure-watertight LED luminaire engineered for 
open decks and deck rails, capable of withstanding heavy seas. Delivering up to 2200 
lm with low power consumption, it combines efficiency with an ultra-robust IP68-rated 
clear polycarbonate housing. As lightweight it comes with durable mounting clamps and 
flexible options such as 24 V DC, 120 V AC, and different lengths—making it perfectly 
adaptable to diverse marine applications.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 9 W / 1× 18 W

Lumen Output 1200 lm / 2200 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Material of Housing
Clear polycarbonate, impact-proof, UV 
resistant

Cable Entry Cable glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Fixing clamps

IP Class IP68

Ambient Temperature in °C -25… +45

Spare Parts Part No.
Clear tube TL53S 7112036500

Fixing clamp 7501000401

TL53 L
Pressure watertight luminaire for open decks and deck rails, able to 
resist heavy seas

The TL53L from LightPartner is a pressure-watertight LED luminaire engineered for 
open decks and deck rails, capable of withstanding heavy seas. Delivering up to 2400 
lm with low power consumption, it combines efficiency with an ultra-robust IP68-rated 
clear polycarbonate housing. As lightweight it comes with durable mounting clamps and 
flexible options such as 24 V DC, 120 V AC, and different lengths—making it perfectly 
adaptable to diverse marine applications.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 18 W / 1× 36 W

Lumen Output 2400 lm / 4400 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K /  
Red / Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Material of Housing
Clear polycarbonate, impact-proof,  
UV resistant

Cable Entry Cable glands, Plastic / Brass, 1× / 2× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Fixing clamps

IP Class IP68

Spare Parts Part No.

Clear tube TL53L 7112038200

Fixing clamp 7501000401
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TL09
Multipurpose watertight luminaire for decks, stores and engine rooms

The TL09 from LightPartner is a compact, watertight LED luminaire designed for 
decks, storage spaces, and engine rooms, offering up to 950 lm output at low power 
consumption, with IP67 protection in a robust powder coated housing. Its opal 
polycarbonate cover ensures uniform illumination, and with various options available—
such as a stainless steel housing, emergency battery backup, different cable glands, 
and 120 V AC versions—the TL09 provides adaptable and reliable lighting solutions for 
demanding maritime environments.

Spare Parts Part No.
Opal cover 7925000800

Satin cover 7925000900

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 4 W / 1× 6 W

Lumen Output 350 lm / 950 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Polycarbonate opal / satin

Material of Housing Galvanized steel / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Cable glands, Plastic / Brass, 1×-2× M20 
/ 1×-2× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP67

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof / Adaption light / 
Connection box

KL61 S
Surface luminaire for kitchens, pantries, provision stores and coldrooms

The KL / KR61ZS from LightPartner is a high-performance surface-mounted LED luminaire 
engineered for kitchens, pantries, provision stores, and cold rooms under stringent 
maritime and USPH regulations. It delivers up to 4500 lm (HO version) from efficient linear 
LP LED modules, all protected by an IP56/67-rated stainless steel housing featuring a 
clear, impact- and UV-resistant polycarbonate cover. Available in a range of variations—
including 120 V AC and 24 V DC versions, custom color temperatures, and cable gland 
options—the KL / KR61ZS adapts precisely to diverse onboard lighting

Spare Parts Part No.

Clear cover KL/KR61ZS 7112038300

Mounting kit for lamp cover (6 pcs) 7508002800

Gasket KL/KR61ZS 7301007600

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 9 W / 2× 16 W

Lumen Output 2200 lm / 4500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Cover / Diffuser
Clear polycarbonate, impact proof, 
UV-resistant

Material of Housing Stainless Steel 1.4404

Cable Entry
Cable glands, Plastic / Brass, 1× / 2× 
M20, 1× M32

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP56/67

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof



Technical and Outdoor LuminairesPossible combinations and additional options must be checked. Not all combinations are possible. Please contact us for more information. 4342

KL61 L
Surface luminaire for kitchens, pantries, provision stores and coldrooms

The KL / KR61ZL from LightPartner is a high-performance surface-mounted LED luminaire 
engineered for kitchens, pantries, provision stores, and cold rooms under stringent 
maritime and USPH regulations. It delivers up to 8100 lm (HO version) from efficient linear 
LP LED modules, all protected by an IP56/67-rated stainless steel housing featuring a 
clear, impact- and UV-resistant polycarbonate cover. Available in a range of variations—
including 120 V AC and 24 V DC versions, custom color temperatures, and cable gland 
options—the KL / KR61ZL adapts precisely to diverse onboard lighting

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 18 W / 2× 32 W

Lumen Output 4500 lm / 8100 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Cover / Diffuser
Clear polycarbonate, impact proof, 
UV-resistant

Material of Housing Stainless Steel 1.4404

Cable Entry
Cable glands, Plastic / Brass, 1× / 2× 
M20, 1× M32

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP56/67

Ambient Temperature in °C -25… +45

Spare Parts Part No.

Clear cover KL/KR61ZL 7112020000

Mounting kit for lamp cover (6 pcs) 7508002800

Gasket KL/KR61ZL 7301007700

KL63
Surface luminaire for kitchens, pantries, provision stores and coldrooms

The KL63 from LightPartner is a robust surface-mounted LED luminaire tailored for 
kitchens, pantries, provision stores, and cold rooms. Delivering up to 4500 lm in the 
high-output version at just 40 W, it combines marine-grade IP66/67 protection with 
a durable stainless steel housing and opal polycarbonate cover. Fully compliant with 
USPH requirements, the KL63 ensures reliable, glare-free illumination even in the most 
demanding onboard environments. With flexible options including 120 V AC, 24 V DC, 
alternative color temperatures, and custom cable glands, it adapts seamlessly to diverse 
marine applications.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 9 W / 2× 17 W

Lumen Output 2200 lm / 4500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Cover / Diffuser
Opal polycarbonate, impact proof, UV-
resistant

Material of Housing Stainless Steel 1.4404

Cable Entry
Cable glands, Plastic / Brass, 1× / 2× 
M20, 1× M32

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP66/67

IK Class IK08

Ambient Temperature in °C -20… +45 / -40… +45

Spare Parts Part No.
Opal cover KL63 7112041300

Mounting kit for lamp cover (6 pcs) 7508003100

Gasket KL63 7301009400
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SL97
Decorative, stainless steel, watertight wall light for open decks

The SL97 from LightPartner is a decorative, watertight LED wall light designed for open-
deck use, blending maritime-grade resilience with refined style. Encased in powder-
coated stainless steel and featuring an opal polycarbonate cover, it delivers up to 450 
lm in the Fullmoon version (or 300 lm in Halfmoon) at just 6 W, while maintaining IP67 
protection and compliance with maritime classification standards. Available with either 
Fullmoon or Halfmoon cover options, the SL97 offers both visual variety and dependable 
performance for marine environments.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 6 W

Lumen Output 300 lm / 450 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser
Opal polycarbonate, impact proof, UV-
resistant

Material of Housing Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry 1-2× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP66/67

Ambient Temperature in °C -20… +40

Spare Parts Part No.
Fullmoon cover 7112006200

Halfmoon cover 7112007300
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DA Flex S
Ceiling LED luminaire, surface mounting for passage ways, cabins, 
lounges, accommodation areas

The DA Flex S from LightPartner is a contemporary surface-mounted ceiling luminaire 
designed for cabins, passageways, and accommodation areas, where space and style 
matter. Its sleek, compact housing in powder-coated galvanized steel delivers clean, 
efficient lighting while conforming to maritime classification standards. Installation is a 
breeze thanks to the tool-free light cover and with secure surface mounting that saves 
time and effort. With a versatile suite of options—including motion sensing, dimming, 
multiple voltage versions and various color temperatures—the DA Flex S offers tailored 
performance for modern marine interiors.

DA Flex L
Ceiling LED luminaire, surface mounting for passage ways, cabins, 
lounges, accommodation areas

The DA Flex L from LightPartner is a contemporary surface-mounted ceiling luminaire 
designed for cabins, passageways, and accommodation areas, where space and style 
matter. Its sleek, compact housing in powder-coated galvanized steel delivers clean, 
efficient lighting while conforming to maritime classification standards. Installation is a 
breeze thanks to the tool-free light cover and with secure surface mounting that saves 
time and effort. With a versatile suite of options—including motion sensing, dimming, 
multiple voltage versions and various color temperatures—the DA Flex L offers tailored 
performance for modern marine interiors.

Spare Parts Part No.

DAFLEXL cover 7112039200

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 32 W

Lumen Output 3300 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI / Sensor

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Opal polycarbonate

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 1–2× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP20 / IP44

Ambient Temperature in °C -25… +45

Spare Parts Part No.

DAFLEXS cover 7112037000

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 16 W

Lumen Output 1800 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI / Sensor

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Opal polycarbonate

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 1–2× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP20 / IP44

Ambient Temperature in °C -25… +45
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DA16F XS
Surface mounted ceiling luminaire for passage ways, cabins, 
accommodation and public areas

The DA16FXS from LightPartner is a surface-mounted ceiling LED luminaire designed for 
corridors, cabins, accommodation areas, and public spaces aboard vessels. Its sturdy 
galvanized steel housing with a clean white powder-coating pairs with an impact-
resistant opal diffuser—producing pleasant and even illumination, certified to maritime 
classification standards. Trusted in design, it offers IP43 protection and accommodates 
multiple cable inlets and mounting fixings, ensuring a reliable fit across diverse interior 
setups. With flexible options such as high-output performance, warm or neutral color 
temperatures, and choices including 120 V AC, 24 V DC, and dimmable configurations, the 
DA16FXS delivers adaptable and dependable lighting where function and robustness are 
essential

DA16F S
Surface mounted ceiling luminaire for passage ways, cabins, 
accommodation and public areas

The DA16FS from LightPartner is a surface-mounted ceiling LED luminaire designed for 
corridors, cabins, accommodation areas, and public spaces aboard vessels. Its sturdy 
galvanized steel housing with a clean white powder-coating pairs with an impact-
resistant opal diffuser—producing pleasant and even illumination, certified to maritime 
classification standards. Trusted in design, it offers IP43 protection and accommodates 
multiple cable inlets and mounting fixings, ensuring a reliable fit across diverse interior 
setups. With flexible options such as high-output performance, warm or neutral color 
temperatures, and choices including 120 V AC, 24 V DC, and dimmable configurations, the 
DA16FS delivers adaptable and dependable lighting where function and robustness are 
essential

Spare Parts Part No.
DA16FS cover 7112000600

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 8 W / 2× 19 W

Lumen Output 1500 lm / 3400 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Opal polycarbonate, impact-proof

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
Cable glands, Plastic / Brass, 1×–4× M20 
/ 1×–4× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP43 / IP44

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof / Adaption light

Spare Parts Part No.
DA16FXS 7112004700

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 4 W

Lumen Output 800 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Cover / Diffuser Opal polycarbonate, impact-proof

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry Cable glands, Plastic / Brass, 1×–4× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP43 / IP44

Ambient Temperature in °C -25… +45
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DA25 S
Ceiling LED luminaire, surface mounting, for passage ways, cabins, 
lounges, accommodation areas and offices

The DA25 from LightPartner is an ultra-slim surface-mounted LED luminaire ideal for 
passageways, cabins, lounges, accommodation areas, and offices. Its elegant aluminum 
housing with a prismatic polycarbonate diffuser ensures gentle, uniform light across every 
surface, while the innovative mounting plate allows for completely tool-free installation—
making it both practical and aesthetic. Designed to meet maritime classification 
standards, the DA25 delivers superb illumination with effortless setup, supported by 
options like high-output performance, dimming, alternative color temperatures, and even 
black-housing variants to fit diverse interior styles.

DE02
Recessed mounted ceiling luminaire for cabins, dining rooms and 
accommodation areas

The DE02 from LightPartner is a recessed ceiling luminaire that combines subtle elegance 
with reliable performance. Its round, discreet design integrates seamlessly into cabins, 
lounges, dining areas, and other interior spaces, creating a pleasant atmosphere with 
soft, even light. A durable, powder-coated steel housing with trim ring and an opal 
polycarbonate diffuser ensure both resilience and visual comfort, while full compliance 
with maritime standards guarantees dependable use on board. Thanks to interchangeable 
light sources, the DE02 offers flexible power levels, making it a versatile choice for 
different lighting needs across various shipboard applications.

Spare Parts Part No.

LED driver, DA25, 1200 lm 7103033200

LED driver, DA25, 2400 lm 7103033100

Spare Parts Part No.
Trim ring RAL9016 7512000400

DE02 cover 7112007500

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Commercial

Frequency 50–60 Hz

Wattage 1× 12 W / 1× 24 W

Lumen Output 1200 lm  / 2400 lm

Color Temperature 3000 K / 4000 K

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Cover / Diffuser Polycarbonate prismatic

Material of Housing Aluminium

Color of Housing / Ring RAL / NCS colors

Type of Connection Connection cable with Wago 3-pole plug

Mounting Type Mounting holes

IP Class IP44

Ambient Temperature in °C -20… +45

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Cover / Diffuser Opal polycarbonate, impact-proof

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 1× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 220 mm
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DE16 XS
Recessed mounted ceiling luminaire for passage ways, dining rooms 
and accommodation areas

The DE16XS from LightPartner is a recessed ceiling LED luminaire engineered for 
corridors, accommodation zones, and passageways onboard. Featuring a robust 
galvanized-steel housing in white powder coat and an impact-resistant opal diffuser, it 
offers uniform, comfortable lighting while conforming to maritime classification standards. 
Designed for adaptability, the DE16XS accommodates multiple cable entries and 
mounting holes and delivers dependable illumination—available in warm or neutral color 
temperatures—with low energy consumption. Flexible customization options—including 
120 V AC or 24 V DC variants, dimming, multi-circuit, and alternative fitting systems—
ensure seamless integration across a variety of shipboard interiors.

DE16 S
Recessed mounted ceiling luminaire for passage ways, 
accommodation areas and corridors

The DE16S from LightPartner is a recessed ceiling LED luminaire engineered for corridors, 
accommodation zones, and passageways onboard. Featuring a robust galvanized-steel 
housing in white powder coat and an impact-resistant opal diffuser, it offers uniform, 
comfortable lighting while conforming to maritime classification standards. Designed for 
adaptability, the DE16S accommodates multiple cable entries and mounting holes and 
delivers dependable illumination—available in warm or neutral color temperatures—with 
low energy consumption. Flexible customization options—including 120 V AC or 24 V DC 
variants, dimming, emergency battery backup, and alternative fitting systems—ensure 
seamless integration across a variety of shipboard interiors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 8 W / 2× 17 W

Lumen Output 1500 lm / 3000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Opal polycarbonate, impact-proof

Material of Housing Galvanized Steel

Color of Housing / Ring RAL9016

Cable Entry
Cable glands, Plastic / Brass, 1×–4× M20 
/ 1×–4× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP30/44

Ambient Temperature in °C -20… +40

Cut Out in mm 240 × 635 mm

Features Shock proof / EMI proof / Adaption light

Spare Parts Part No.
DE16XS cover  7112004700

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 4 W

Lumen Output 550 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional Sec. circuit

Cover / Diffuser Opal polycarbonate, impact-proof

Material of Housing Galvanized Steel

Color of Housing / Ring RAL9016

Cable Entry Cable glands, Plastic / Brass, 1×–4× M20

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Mounting holes

IP Class IP30/44

Ambient Temperature in °C -20… +40

Cut Out in mm 250 × 250 mm

Features B0-execution

Spare Parts Part No.

DE16S cover  7112000600
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DE29 S
Recessed mounted ceiling luminaire for accommodation 
and public areas

The DE29S from LightPartner is a recessed LED ceiling luminaire crafted for 
accommodation zones and public areas aboard vessels. Its seamless galvanized steel 
housing with a powder-coated finish delivers a clean, contemporary aesthetic, enhanced 
by an ice-crystal polycarbonate diffuser—completely free of visible screws on the frame. 
Engineered for easy mounting in panel ceilings—23–55 mm in thickness—it ensures 
minimal visual distraction while providing exceptional lighting performance. Available with 
options like dimming, emergency battery backup, alternative diffuser styles, and custom 
voltage or color setups, the DE29S offers both unmatched elegance and fitted versatility.

DE29 L
Recessed mounted ceiling luminaire for accommodation  
and public areas

The DE29L from LightPartner is a recessed LED ceiling luminaire crafted for 
accommodation zones and public areas aboard vessels. Its seamless galvanized steel 
housing with a powder-coated finish delivers a clean, contemporary aesthetic, enhanced 
by an ice-crystal polycarbonate diffuser—completely free of visible screws on the frame. 
Engineered for easy mounting in panel ceilings—23–55 mm in thickness—it ensures 
minimal visual distraction while providing exceptional lighting performance. Available with 
options like dimming, emergency battery backup, alternative diffuser styles, and custom 
voltage or color setups, the DE29L offers both unmatched elegance and fitted versatility.

Spare Parts Part No.
Icecrystal cover (DE29L) 7931002000

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 17 W

Lumen Output 3100 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Clear polycarbonate with ice crystal / 
prismatic / opal / parabolic louver

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
1–4× Grommets / 1–4× Cable glands 
M20, Plastic / Brass

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 240 × 1235 mm

Features B0 Execution / EMI proof

Spare Parts Part No.
Icecrystal cover (DE29S) 7931000900

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 8 W / 2× 16 W

Lumen Output 1500 lm / 2600 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Clear polycarbonate with ice crystal / 
prismatic / opal / parabolic louver

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
1–4× Grommets / 1–4× Cable glands 
M20, Plastic / Brass

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 240 × 635 mm

Features B0 Execution / EMI proof
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DE38 S
Recessed mounted ceiling luminaire for accommodation  
and public areas

The DE38S from LightPartner is a recessed LED ceiling luminaire built for accommodation 
areas and public spaces. Its galvanized steel housing with a powder-coated finish ensures 
lasting durability, while the ice-crystal polycarbonate diffuser provides comfortable, 
glare-free illumination. Thanks to its practical clamp-mounting system, the DE38S can 
be installed quickly and securely in a wide variety of ceiling types, making it a highly 
adaptable solution for modern marine interiors. With options such as dimming, emergency 
backup, and alternative diffuser designs, it delivers reliable and versatile lighting tailored 
to demanding maritime standards.

DE38 L
Recessed mounted ceiling luminaire for accommodation  
and public areas

The DE38L from LightPartner is a recessed LED ceiling luminaire built for accommodation 
areas and public spaces. Its galvanized steel housing with a powder-coated finish ensures 
lasting durability, while the ice-crystal polycarbonate diffuser provides comfortable, 
glare-free illumination. Thanks to its practical clamp-mounting system, the DE38L can 
be installed quickly and securely in a wide variety of ceiling types, making it a highly 
adaptable solution for modern marine interiors. With options such as dimming, emergency 
backup, and alternative diffuser designs, it delivers reliable and versatile lighting tailored 
to demanding maritime standards.

Spare Parts Part No.
Icecrystal cover (DE38L) 7931002100

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 17 W / 2× 22 W

Lumen Output 3100 lm / 4500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Clear polycarbonate with ice crystal / 
prismatic / opal / parabolic louver

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
1–4× Grommets / 1–4× Cable glands 
M20, Plastic / Brass

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 233 × 1250 mm

Features B0 Execution / Shock proof/ EMI proof

Spare Parts Part No.
Icecrystal cover (DE38S) 7931001200

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 8 W / 2× 11 W

Lumen Output 1300 lm / 1850 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Clear polycarbonate with ice crystal / 
prismatic / opal / parabolic louver

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
1–4× Grommets / 1–4× Cable glands 
M20, Plastic / Brass

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 233 × 640 mm

Features B0 Execution / Shock proof/ EMI proof
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DE95 DCC S
Ceiling luminaire for recessed installation in panel ceilings  
(DAMPA DCC300)

The DE95 DCC S from LightPartner is a recessed LED ceiling luminaire crafted for use in 
panel ceilings—specifically designed to integrate seamlessly within the DAMPA DCC 300 
continuous ceiling system. Its galvanized-steel housing with powder coating, coupled 
with diffuser options such as ice-crystal, prismatic, or parabolic louver, ensures blend-in 
aesthetic and class-compliant performance. Offering up to full illumination with refined 
efficiency, this fitting adapts to various design and functional needs—whether you require 
dimming, emergency battery backup, alternative voltages, or choice of diffuser.

DE95 DCC L
Ceiling luminaire for recessed installation in panel ceilings  
(DAMPA DCC300)

The DE95 DCC L from LightPartner is a recessed LED ceiling luminaire crafted for use in 
panel ceilings—specifically designed to integrate seamlessly within the DAMPA DCC 300 
continuous ceiling system. Its galvanized-steel housing with powder coating, coupled 
with diffuser options such as ice-crystal, prismatic, or parabolic louver, ensures blend-in 
aesthetic and class-compliant performance. Offering up to full illumination with refined 
efficiency, this fitting adapts to various design and functional needs—whether you require 
dimming, emergency battery backup, alternative voltages, or choice of diffuser.

Spare Parts Part No.
Ice crystal cover (DE95 DCC L) 7931001400

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 17 W / 2× 24 W

Lumen Output 3100 lm / 4500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Clear polycarbonate with ice crystal / 
prismatic structure / parabolic louver

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
1–4× Grommets / 1–4× Cable glands 
M20, Plastic / Brass

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket

IP Class IP20/44

Ambient Temperature in °C -25… +45

Features B0 Execution / Shock proof/ EMI proof

Spare Parts Part No.
Ice crystal cover (DE95 DCC S) 7931001300

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 2× 8 W / 2× 11 W

Lumen Output 1500 lm / 1850 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser
Clear polycarbonate with ice crystal / 
prismatic / opal / parabolic louver

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry
1–4× Grommets / 1–4× Cable glands 
M20, Plastic / Brass

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Internal Wiring Through wired

Mounting Type Bracket

IP Class IP20/44

Ambient Temperature in °C -25… +45

Features B0 Execution / Shock proof/ EMI proof
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EL Flex S
Cornice luminaire, LED, efficient Lighting for floor areas, passage ways, 
cabins and accommodation areas

The EL Flex S from LightPartner is a sleek cornice-style LED luminaire crafted for cabins, 
passageways, and accommodation areas. Its minimalist galvanized-steel body in clean 
white, topped with white polycarbonate end caps and an opal diffuser, ensures discrete 
yet effective illumination—perfectly attuned to the ambiance of marine interiors. Designed 
to maritime classification standards, it combines durable construction with energy-
efficient performance, while flexible options—such as 120 V AC execution and various 
color temperatures—allow it to adapt seamlessly to diverse project requirements.

EL Flex L
Cornice luminaire, LED, efficient Lighting for floor areas, passage ways, 
cabins and accommodation areas

The EL Flex L from LightPartner is a sleek cornice-style LED luminaire crafted for cabins, 
passageways, and accommodation areas. Its minimalist galvanized-steel body in clean 
white, topped with white polycarbonate end caps and an opal diffuser, ensures discrete 
yet effective illumination—perfectly attuned to the ambiance of marine interiors. Designed 
to maritime classification standards, it combines durable construction with energy-
efficient performance, while flexible options—such as 120 V AC execution and various 
color temperatures—allow it to adapt seamlessly to diverse project requirements.

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 20 W / 1× 22 W

Lumen Output 2200 lm / 3000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode
Switchable / Dimmable / Integrated 
on-off switch

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Opal polycarbonate

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 4× Inlets

External Wiring max. Ø 11 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -20… +45

Spare Parts Part No.
ELFLEXS cover 7112037700

ELFLEXS end cap 7503000800

Spare Parts Part No.
ELFLEXS cover 7112037800

ELFLEXS end cap 7503000800

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 10 W

Lumen Output 1300 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode
Switchable / Dimmable / Integrated 
on-off switch

Emergency Function Optional Sec. circuit

Cover / Diffuser Opal polycarbonate

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 4× Inlets

External Wiring max. Ø 11 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -20… +45
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KJ Smart
Berth light with switch, slim design, ideal for pullman berths

The KJ Smart berth light is designed to bring modern convenience and comfort to pullman 
cabins. With its slim polycarbonate housing in black or white and an opal diffuser, it 
creates soft, glare-free illumination that enhances any interior. An integrated on/off switch 
ensures simple operation, while optional dual USB ports allow effortless charging of 
mobile devices. A clever built-in shelf provides the perfect spot to rest a smartphone or 
other small essentials, adding functionality without taking up extra space. Built in line with 
maritime classification standards, the KJ Smart combines lighting, charging, and storage 
in one streamlined solution.

Spare Parts Part No.
KJSMART cover 7112038900

KJSMART housing black, w/o USB 7212007800

KJSMART housing black, with USB 7212007600

KJSMART housing white, w/o USB 7212007900

KJSMART housing white, withUSB 7212007700

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 3 W

Lumen Output 250 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Integrated on-off switch / Touch DIM

Cover / Diffuser Opal polycarbonate

Material of Housing Polycarbonate

Color of Housing / Ring Black / White

Cable Entry Hole 25 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Features 2x USB Charger, 5V/2A / Shock-proof

KJ56
Berth light with switch, slim design, ideal for pullman berths

The KJ56 from LightPartner is a sleek berth light that combines minimalist design with 
user-friendly functionality. Its slim galvanized steel housing—powder-coated in white—
integrates neatly into cabin interiors, while the opal polycarbonate diffuser ensures 
comfortable, glare-free illumination. Equipped with a convenient on/off switch and 
designed according to maritime classification standards, the KJ56 offers both elegance 
and reliability. With compatibility for both standard and 120 V AC versions, as well as 
customizable color temperatures, it adapts effortlessly to various onboard lighting needs.

Spare Parts Part No.
KJ56 cover 7112001300

End caps (2 pcs) 7504000100

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 3 W

Lumen Output 220 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Integrated on-off switch

Cover / Diffuser Opal polycarbonate

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry Hole 20 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP30

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof
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SP66 S
Mirror luminaire, LED, for cabins, bathrooms, lavatories and 
accommodation areas

The SP66S from LightPartner is a mirror luminaire tailored for cabins, bathrooms, 
lavatories, and accommodation areas, combining maritime-grade reliability with sleek 
design. Its galvanized steel housing finished with a robust powder coating, complemented 
by white polycarbonate end caps and an opal structured diffuser, delivers clean and 
dependable lighting aligned with classification standards. Designed for practicality, 
it offers flexible installation with dual cable inlets and optional switch or socket 
configurations. Built with robust protection (IP44) and energy-efficient LED technology, 
the SP66S brings refined illumination and convenience to demanding shipboard 
environments.

Spare Parts Part No.
SP66S cover 7112039400

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 6 W

Lumen Output 700 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Integrated on-off switch

Cover / Diffuser Polycarbonate opal, structured

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 2× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP44

Ambient Temperature in °C -25… +45

Features 2-pole Switch / Razor Socket

SP66 M
Mirror luminaire, LED, for cabins, bathrooms, lavatories and 
accommodation areas

The SP66M from LightPartner is a mirror luminaire tailored for cabins, bathrooms, 
lavatories, and accommodation areas, combining maritime-grade reliability with sleek 
design. Its galvanized steel housing finished with a robust powder coating, complemented 
by white polycarbonate end caps and an opal structured diffuser, delivers clean and 
dependable lighting aligned with classification standards. Designed for practicality, 
it offers flexible installation with dual cable inlets and optional switch or socket 
configurations. Built with robust protection (IP44) and energy-efficient LED technology, 
the SP66M brings refined illumination and convenience to demanding shipboard 
environments.

Spare Parts Part No.
SP66M cover 7112039500

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 9 W

Lumen Output 1100 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Integrated on-off switch

Cover / Diffuser Polycarbonate opal, structured

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 2× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP44

Ambient Temperature in °C -25… +45

Features 2-pole Switch / Razor Socket



Wall LuminairesPossible combinations and additional options must be checked. Not all combinations are possible. Please contact us for more information. 7170

SP66 L
Mirror luminaire, LED, for cabins, bathrooms, lavatories and 
accommodation areas

The SP66L from LightPartner is a mirror luminaire tailored for cabins, bathrooms, 
lavatories, and accommodation areas, combining maritime-grade reliability with sleek 
design. Its galvanized steel housing finished with a robust powder coating, complemented 
by white polycarbonate end caps and an opal structured diffuser, delivers clean and 
dependable lighting aligned with classification standards. Designed for practicality, 
it offers flexible installation with dual cable inlets and optional switch or socket 
configurations. Built with robust protection (IP44) and energy-efficient LED technology, 
the SP66L brings refined illumination and convenience to demanding shipboard 
environments.

Spare Parts Part No.
SP66L cover 7112039600

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 12 W

Lumen Output 1500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Integrated on-off switch

Cover / Diffuser Polycarbonate opal, structured

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

Cable Entry 2× Grommets

External Wiring Ø 6–13 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP44

Ambient Temperature in °C -25… +45

Features 2-pole Switch / Razor Socket

WL Montreal A

The WL Montreal A from LightPartner is a decorative wall-mounted luminaire crafted for 
relaxing living areas and cabins. With a choice of matte nickel or polished brass housing 
and a classic fabric-style chintz lampshade in soft natural white, it exudes timeless 
elegance while adhering to maritime classification standards. Designed for easy wall 
installation using a screw-mounted base and featuring clean cable connection via a 
3-pole plug, the Montreal fuses sophisticated lighting with nautical-grade reliability. Its 
flexible power setup—compatible with both AC and DC systems—ensures seamless 
integration into diverse interior environments.

Spare Parts Part No.
Spare parts on request

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, natural white

Color of Housing / Ring Nickel matte or brass polished

Cable Entry Hole 21 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Features Optional Integrated on-off switch
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WL Montreal B

The WL Montreal B from LightPartner brings an elegant touch to cabins and living quarters 
with its decorative design and practical bedside function. Featuring refined matte nickel 
or polished brass housing and a classic fabric-style lampshade in soft natural white, it 
exudes timeless sophistication while meeting maritime classification requirements. A 
discreet integrated reading light adds personalized illumination for nighttime reading, and 
installation is effortlessly handled via a screw-type wall base with a clean three-pole plug 
connection. Compatible with both AC and DC power systems, the WL Montreal B merges 
style, convenience, and onboard reliability into one graceful fixture.

Spare Parts Part No.

Spare parts on request

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, natural white

Color of Housing / Ring Nickel matte or brass polished

Cable Entry Hole 21 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

WL Montreal C

The WL Montreal C from LightPartner brings a touch of timeless sophistication to cabins 
and living spaces aboard ships. Featuring a chic nickel matte or polished brass housing 
paired with a classic chintz lampshade in soft cream, it subtly elevates any interior. With 
a discreet screw-type mounting base and clean three-pole plug connection, installation 
is smooth and tidy. Designed to meet maritime classification standards, this luminaire 
supports both AC and DC power setups while offering the flexibility to accommodate 
various onboard design themes.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, creme white

Color of Housing / Ring Nickel matte or brass polished

Cable Entry Hole 21 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request
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WL100
Adjustable LED reading light with switch for cabins and 
accommodation areas

The WL100 from LightPartner is a sleek and functional wall-mounted LED reading light, 
ideal for cabins and accommodation areas. Featuring a brushed stainless-steel housing 
and a smooth swivel arm with up to 350° rotation, it offers precisely directed illumination 
with ease. Its integrated built-in on/off switch delivers straightforward control. Designed 
to maritime classification standards and offering customizable finishes and color 
temperatures, the WL100 blends elegance, versatility, and intelligent functionality.

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 1 W

Lumen Output 90 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 35°

Beam Direction Swivel range 350°

Control Mode Integrated on-off switch

Cover / Diffuser Lens frosted

Material of Housing Stainless Steel

Color of Housing / Ring Brushed / RAL or NCS colors

Cable Entry Hole 30 × 15 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Spare Parts Part No.

Spare parts on request

WL100 Q
Adjustable LED reading light with switch for cabins and 
accommodation areas

The WL100Q from LightPartner is a sleek and functional wall-mounted LED reading light, 
ideal for cabins and accommodation areas. Featuring a brushed stainless-steel housing 
and a smooth swivel arm with up to 350° rotation, it offers precisely directed illumination 
with ease. Its integrated USB charging port adds practical convenience, while the built-
in on/off switch delivers straightforward control. Designed to maritime classification 
standards and offering customizable finishes and color temperatures, the WL100Q blends 
elegance, versatility, and intelligent functionality.

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 1 W

Lumen Output 90 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 35°

Beam Direction Swivel range 350°

Control Mode Integrated on-off switch

Cover / Diffuser Lens frosted

Material of Housing Stainless Steel

Color of Housing / Ring Brushed / RAL or NCS colors

Cable Entry Hole 30 × 15 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Spare Parts Part No.

Spare parts on request
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WL282
Wall light with switch for cabins and accommodation areas

The WL282 from LightPartner is an elegantly designed wall light perfect for cabins and 
accommodation areas. Crafted with a light-gray, powder-coated aluminum housing 
and set behind an opal polycarbonate diffuser, it delivers soft, inviting illumination while 
blending seamlessly into interior spaces. A built-in  switch ensures easy operation 
and the USB port  adds practical convenience for charging devices. Made to maritime 
classification standards and optimized for cabin use, the WL282 brings both style and 
utility to onboard environments.

Spare Parts Part No.
WL282 cover 7934000600

Technical Details
Input Voltage 230 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 6 W

Lumen Output 350 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Integrated on-off switch

Cover / Diffuser Opal polycarbonate

Material of Housing Aluminium

Color of Housing / Ring RAL / NCS colors

Cable Entry Hole 24 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

WL30
Adjustable LED reading light with switch for cabins and 
accommodation areas

The WL30 from LightPartner is a sleek and functional wall-mounted LED reading light, 
ideal for cabins and accommodation areas. Featuring a brushed stainless-steel housing 
and a flexible arm for free adjustments, it offers precisely directed illumination with ease. 
Its integrated built-in on/off switch delivers straightforward control. Designed to maritime 
classification standards and offering customizable finishes and color temperatures, the 
WL30 blends elegance, versatility, and intelligent functionality.

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 1 W

Lumen Output 90 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 35°

Beam Direction Flexible

Control Mode Integrated on-off switch

Cover / Diffuser Lens frosted

Material of Housing Stainless Steel

Color of Housing / Ring Brushed / RAL or NCS colors

Cable Entry Hole 30 × 15 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Spare Parts Part No.

Spare parts on request
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WL30 Q
Adjustable LED reading light with switch for cabins and 
accommodation areas with integrated USB charger

The WL30Q from LightPartner is a sleek and functional wall-mounted LED reading light, 
ideal for cabins and accommodation areas. Featuring a brushed stainless-steel housing 
and a flexible arm for free adjustments, it offers precisely directed illumination with ease. 
Its integrated USB charging port adds practical convenience, while the built-in on/off 
switch delivers straightforward control. Designed to maritime classification standards 
and offering customizable finishes and color temperatures, the WL30Q blends elegance, 
versatility, and intelligent functionality.

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 1 W

Lumen Output 90 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 35°

Beam Direction Flexible arm

Control Mode Integrated on-off switch

Cover / Diffuser Lens frosted

Material of Housing Stainless Steel

Color of Housing / Ring Brushed / RAL or NCS colors

Cable Entry Hole 30 × 15 mm

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Features USB Charger, 5V/2A

Spare Parts Part No.

Spare parts on request

WL75 Q
Wall and step light, LED, for stairways and public areas

The WL75Q from LightPartner is a refined wall-mounted LED light designed primarily 
for stairways and public corridors aboard vessels. Encased in steel with a decorative 
stainless-steel-look ring and an opal diffuser, it adheres to the highest maritime 
classification standards while adding a touch of elegance. Its quick and hassle-free 
installation—thanks to compatibility with standard surface pattress boxes—makes setup 
effortless. With a low-power, efficient LED source emitting warm, inviting illumination, the 
WL75Q brings subtle safety and upgraded style to any interior passageway.

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 1.8 W

Lumen Output 80 lm

Color Temperature 3000 K

Control Mode Switchable

Cover / Diffuser Opal

Material of Housing Plastic

Color of Housing / Ring Stainless steel brushed

Cable Entry Hole

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Flush-mounted socket

IP Class IP20

Cut Out in mm 68

Spare Parts Part No.

Spare parts on request
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DL Vario S
Adjustable LED Downlight with magnetic cover ring, applicable for 
public areas

The DL Vario S from LightPartner is an adjustable LED downlight engineered for public and 
hospitality spaces on board. Its slim polycarbonate fixture features a magnetic decorative 
ring (available in different colors) and is fully rotatable—tilt up to ±25° and turn 350°—
with position locking for precise lighting direction. Built-in Dim-to-Warm technology 
seamlessly transitions from crisp daylight to warmer tones when dimmed, creating 
atmospheric ambiance. Designed to classification standards, the DL Vario S delivers 
refined illumination, effortless adjustability, and flexible aesthetic integration across 
various interior styles.

Spare Parts Part No.
Female connector Wago 7124003400

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 12 W

Lumen Output 650 lm

Color Temperature 3000–2000 K (DimToWarm)

CRI Color Rendering Index 80 / 90

Beam Angle 25° / 40° / 60°

Beam Direction Switchable / Dimmable

Cover / Diffuser Glass clear

Material of Housing Polycarbonate

Color of Housing / Ring RAL / NCS colors / Chrome

External Wiring Cable 300 mm

Type of Connection Plug 5-pole

Mounting Type Bracket

IP Class IP20

Ambient Temperature in °C -20… +45

Cut Out in mm 74 mm

Features Recessed or Flush type

DL Vario L
Adjustable LED Downlight with magnetic cover ring, applicable for 
public areas

The DL Vario L from LightPartner is an adjustable LED downlight engineered for public and 
hospitality spaces on board. Its slim polycarbonate fixture features a magnetic decorative 
ring (available in different colors) and is fully rotatable—tilt up to ±25° and turn 350°—
with position locking for precise lighting direction. Built-in Dim-to-Warm technology 
seamlessly transitions from crisp daylight to warmer tones when dimmed, creating 
atmospheric ambiance. Designed to classification standards, the DL Vario L delivers 
refined illumination, effortless adjustability, and flexible aesthetic integration across 
various interior styles.

Spare Parts Part No.
Female connector Wago 7124003400

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 12 W

Lumen Output 650 lm

Color Temperature 3000–2000 K (DimToWarm)

Beam Angle 25° / 40° / 60°

Beam Direction Tilt +/-25° and turn 350°

Control Mode Switchable / Dimmable

Cover / Diffuser Glass clear

Material of Housing Polycarbonate

Color of Housing / Ring RAL / NCS colors / Chrome

External Wiring Cable 300 mm

Type of Connection Plug 5-pole

Mounting Type Bracket

IP Class IP20

Ambient Temperature in °C -20… +45

Cut Out in mm 97 mm
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DL01

The DL01 from LightPartner is a discreet, recessed step or path light that adds elegance 
and safety to stairways and passageways aboard ships. With its compact stainless-steel 
housing, brushed decorative ring, and opal polycarbonate lens, it delivers a soft, warm 
glow while blending seamlessly into interiors. Rated IP44 and designed to maritime 
classification standards, the DL01 is easy to install using spring clips for wall thicknesses 
of 1–25 mm. It consumes minimal energy, is dimmable, and offers customization choices 
such as various color temperatures and finish options—making it a subtle yet effective 
addition to premium lighting schemes.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 1 W

Lumen Output 50 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 36°

Control Mode Switchable / Dimmable

Cover / Diffuser Polycarbonate clear

Material of Housing Stainless Steel

Color of Housing / Ring Brushed

External Wiring Cable 150 mm

Type of Connection Plug 2-pole

Mounting Type Springs

IP Class IP44

Ambient Temperature in °C -25… +45

Cut Out in mm 30 mm

Spare Parts Part No.

Spare parts on request

DL100
Flat LED downlight for bathrooms and accommodation areas

The DL100 from LightPartner is an ultra-flat recessed downlight ideally suited for 
bathrooms, cabins, and onboard accommodations. Encased in a galvanized-steel frame 
with a discreet decorative ring and finished with an opal polycarbonate diffuser, it offers 
a clean, low-profile presence that integrates seamlessly into narrow ceiling spaces. 
The DL100 delivers gentle, warm illumination with high color rendering, and mounts 
easily using spring fittings for ceilings up to 10 mm thick. Rated IP44 and compliant with 
maritime classification standards, it ensures reliable performance in damp environments. 
With flexible customization options—such as alternative finishes, color temperatures, 
connector types, and driver units—it adapts precisely to varied project requirements.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 3 W

Lumen Output 220 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable

Cover / Diffuser Polycarbonate opal

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors

External Wiring Cable 150 mm

Type of Connection Plug 2-pole

Mounting Type Springs

IP Class IP44

Ambient Temperature in °C -25… +45

Cut Out in mm 84 mm

Spare Parts Part No.
Spare parts on request
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DL110 Q
Adjustable downlight for accommodation and public areas

The DL110Q from LightPartner is a versatile LED downlight designed for cabins, public 
areas, and corridors aboard ships. Its sleek, black polycarbonate housing is paired with a 
decorative white powder-coated frame, delivering a clean, modern look. The light head 
rotates up to ±25° and swivels through 350°, allowing precise beam orientation, and 
locks firmly in place. With high-efficiency LED modules at low power usage and warm 
3000 K light quality, the DL110Q balances comfort with performance. Easy to install in 
ceilings up to 20 mm thick using a swiveling insert and Wago 3-pole plug-in connection, 
the downlight is fully compliant with maritime classification standards. Available in 
configurations with one to three light modules to match lighting demands.

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 13 W / 2× 13 W / 3× 13 W

Lumen Output 1200 lm / 2400 lm / 3600 lm

Color Temperature 2700 K / 3000 K / 4000 K

Beam Angle 15° / 24° / 40°

Beam Direction Tilt- and turnable

Control Mode Switchable / Dimmable

Material of Housing Polycarbonate

Color of Housing / Ring RAL / NCS colors / Chrome / Gold

External Wiring Cable 400 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Brackets

IP Class IP20

Ambient Temperature in °C -25… +45

Cut Out in mm 95 × 95 / 95 × 187 / 95 × 281 mm

Features Different connectors

Spare Parts Part No.
Spare parts on request

DL120
High Power LED Downlight with reflector and changeable cover ring, 
for accommodation and public areas

The DL120 from LightPartner is a high-performance LED downlight crafted for cabins, 
public lounge areas, and accommodation spaces onboard. Its sleek black steel housing—
with a changeable decorative ring in white, chrome, or custom RAL/NCS color—and 
clear glass cover offer both aesthetic flexibility and robust durability. The replaceable 
reflector ensures precise beam control, and installation is streamlined with spring clips 
fitting ceilings up to 20 mm thick. Rated IP44 (with ceiling installation), the DL120 meets 
maritime classification standards and delivers high-quality warm light with excellent color 
rendering at low energy consumption. Offered with optional DALI dimming, alternative 
beam angles, color temperatures, and even 3-hour battery backup, this downlight adapts 
perfectly to refined interiors and dynamic lighting needs.

Spare Parts Part No.

Female connector Wago 7124001800

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 17 W / 1× 19 W

Lumen Output 1800 lm / 2000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K /  
Red / Green / Blue

Beam Angle 22° / 37° / 52° / 91°

Control Mode Switchable / Dimmable / DALI

Emergency Function Optional 3h Battery backup

Cover / Diffuser Glass clear

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors / Chrome

External Wiring Cable 400 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Springs

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 97 mm

Features Different connectors
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DL170
Flat surface LED downlight for wall and ceiling mounting, with 
changeable cover ring of various colors

The DL170 is a compact and elegant LED downlight designed for ceiling or wall 
installation. Its slim profile and decorative steel ring ensure a refined look, while the 
optimized optics provide a wide, homogeneous light distribution that enhances both 
functionality and atmosphere. Thanks to its shallow installation depth, it is ideal for 
confined spaces and easy to integrate into various interior concepts. The DL170 is 
available in different light colors and with optional emergency lighting versions, offering 
flexibility for diverse applications.

Technical Details
Input Voltage 230 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 8 W

Lumen Output 450 lm

Color Temperature 2700 K / 3000 K / 4000 K

Control Mode Switchable / Dimmable

Emergency Function Optional Sec. circuit

Cover / Diffuser Opal Polycarbonate

Material of Housing Polycarbonate

Color of Housing / Ring
RAL / NCS colors / Chrome (has to be 
ordered separately)

Type of Connection
Contact plug via ceiling connector 
with plug 3-pole (has to be ordered 
separately)

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Features B0 / B15 application

Spare Parts Part No.

Spare parts on request

DL50
According to rules of maritime classification societies  
and relevant standards

The DL50 from LightPartner is a compact surface-mounted spotlight designed for interior 
use aboard marine vessels. Crafted from durable aluminum with discreet fixing holes, it 
blends seamlessly into ceilings or walls. You supply a GU10 LED lamp of your choice (max. 
35 W, 230 V AC), giving you control over brightness and beam angle. Compliant with 
maritime classification standards and protected at IP20, the DL50 offers a stylish, flexible 
solution for accent lighting in cabins, salons, or corridors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage GU10 max. 35 W

Control Mode Switchable / Dimmable

Material of Housing Aluminium

Color of Housing / Ring White / Black

Cable Entry Hole

Type of Connection Terminal 3-pole, 2.5mm²

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C -25… +45

Spare Parts Part No.
Spare parts on request
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DL63
LED Downlight with changeable cover ring, for cabins, accommodation 
and public areas

The DL63 is a durable LED downlight for cabins, accommodation areas, and public 
spaces. Its galvanized steel housing with powder-coated finish and interchangeable 
decorative rings allows seamless integration into various interiors. Multiple wattage 
options provide flexible lighting, while warm, uniform illumination ensures comfort. Easy 
to install and compliant with maritime classification standards, optional features include 
dimming and emergency battery backup.

Spare Parts Part No.
Female connector Wago  7124001800

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 5 W / 1× 10 W / 1× 20 W

Lumen Output 500 lm / 1000 lm / 2000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Glass satin

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors / chrome / brushed

Cable Entry Optional

External Wiring Cable 400 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Mounting holes

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 143 mm

Features
Shock proof / EMI proof / Adaption light / 
Connection box

DL63 IP55
LED Downlight with changeable cover ring, for cabins, accommodation 
and public areas

The DL63 IP55 is a durable LED downlight designed for cabins, accommodation 
areas, and public spaces. Its galvanized steel housing with powder-coated finish and 
interchangeable cover rings allows seamless integration into various interiors. Offering 
multiple wattage options and warm, uniform illumination, it delivers flexible lighting 
solutions. Rated IP55, it is protected against dust and water, easy to install, and compliant 
with maritime classification standards. Optional features include dimming and emergency 
battery backup.

Spare Parts Part No.
Female connector Wago 7124001800

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 5 W / 1× 10 W / 1× 20 W

Lumen Output 500 lm / 1000 lm / 2000 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Glass satin

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors / chrome / brushed

Cable Entry Optional

External Wiring Cable 400 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Mounting holes

IP Class IP55

Ambient Temperature in °C -25… +45

Cut Out in mm 143 mm

Features
Shock proof / EMI proof / Adaption light / 
Connection box
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DL67
Watertight downlight, adjustable, for MR16 LED lamps. Applicable for 
outdoor areas

The DL67 is a compact and durable downlight designed for outdoor and wet-area use 
on ships. Its black powder-coated stainless-steel housing, clear glass cover, and glossy 
decorative ring create a sleek, maritime-ready fixture. Fully adjustable and rated IP65, it 
accepts standard GU5.3 MR16 LED lamps (not included), delivering focused illumination 
exactly where needed. Easy to install using just three fixing holes and a brass cable gland, 
the DL67 ensures practical, reliable lighting in any weather condition.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage GU5.3 max. 10 W

Control Mode Switchable / Dimmable

Cover / Diffuser Glass clear

Material of Housing Stainless Steel

Color of Housing / Ring RAL / NCS colors / chrome/ brushed

External Wiring Cable 600 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Mounting holes

IP Class IP65

Ambient Temperature in °C -25… +45

Spare Parts Part No.
Spare parts on request

DL70
Flat LED furniture light

The DL70 from LightPartner is an ultra-compact LED luminaire crafted for recessed 
installation in furniture or ceiling boards within cabins and accommodation areas. Its 
slim, plastic body with a discreet white or chrome decorative ring and satin cover blends 
seamlessly into narrow mounting spaces. Rated IP44 (in conjunction with ceiling), it 
delivers soft, warm illumination with high color fidelity while drawing minimal power. 
Easy to install using spring clips and a mini plug connector, the DL70 meets maritime 
classification standards and offers flexibility in connector types for versatile applications.

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 2.6 W

Lumen Output 170 lm

Color Temperature 3000 K

Control Mode Switchable

Cover / Diffuser Polycarbonate satin

Material of Housing Plastic

Color of Housing / Ring White / chrome

External Wiring Cable 2000 mm

Type of Connection Plug 2-pole

Mounting Type Springs

IP Class IP20/44

Ambient Temperature in °C -25… +45

Cut Out in mm 58 mm

Spare Parts Part No.
Spare parts on request
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DL85
Watertight LED downlight for bathrooms, accommodation and public 
areas

The DL85 from LightPartner is a compact, watertight LED downlight designed for wet 
areas, bathrooms, and accommodation zones on board. Encased in durable aluminum 
and sealed with a clear or opal polycarbonate cover, it provides warm, glare-free 
illumination with high color fidelity. Slim and easy to install using spring clips, it fits 
ceilings up to 35 mm deep and becomes IP55-rated when used with ceiling material. 
With selectable beam angles and brightness levels, optional decorative rings, dimming 
controls, and emergency-backup configurations, the DL85 brings elegant, reliable lighting 
to maritime interiors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 6 W / 1× 12 W

Lumen Output 550 lm / 750 lm / 850 lm / 1200 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Beam Angle 20° / 40° / 60°

Control Mode Switchable / Dimmable / DALI

Cover / Diffuser Polycarbonate clear / opal

Material of Housing Aluminium

Color of Housing / Ring RAL / NCS colors / chrome

External Wiring Cable 300 mm

Type of Connection Plug 3-pole / 5-pole

Mounting Type Springs

IP Class IP20/55

Ambient Temperature in °C -25… +45

Cut Out in mm 68 mm

Features Black baffle

Spare Parts Part No.

Spare parts on request

DL90 A
Adjustable downlight, recessed mounting, indoor use

The DL90A is a compact, recessed spotlight that brings focused illumination to cabins, 
corridors, or public areas aboard ships. Its sturdy aluminum housing and elegant 
decorative ring—in finishes such as white, chrome, brushed steel, gold, or black—blend 
seamlessly into interiors. The adjustable light head accommodates GU5.3 or GU10 
lamps (max. 35 W), allowing tailored light direction. Designed for ceiling thicknesses up 
to 20 mm, with spring-clip mounting and a 12 V system requiring a transformer or driver, 
it ensures precise, customizable illumination that aligns with maritime classification 
standards, while remaining lightweight.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage GU10 / GU5.3 max. 35 W

Control Mode Switchable / Dimmable

Material of Housing Aluminium

Color of Housing / Ring
White / Chrome / Gold / Black / Steel 
brushed

Type of Connection Plug 2-pole

Mounting Type Springs

IP Class IP20

Ambient Temperature in °C -25… +45

Cut Out in mm 74 mm

Features Additional housing

Spare Parts Part No.
Spare parts on request
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DL90 AL
Adjustable LED downlight, recessed mounting, indoor use

The DL90AL combines a compact design with powerful integrated LED technology. 
Its elegant metal housing with decorative ring – available in finishes such as white, 
chrome, brushed steel, champagne, or black – ensures seamless integration into modern 
maritime interiors. The adjustable light head allows precise orientation, providing targeted 
illumination in cabins, corridors, or lounge areas. With its efficient built-in LED module, 
durable construction, and simple spring-clip installation for ceilings up to 20 mm, the 
DL90AL offers a long-lasting and maintenance-friendly solution for sophisticated on-
board lighting concepts.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 8 W

Lumen Output 670 lm

Color Temperature 2700 K

Beam Angle 35°

Beam Direction Tiltable +/- 30°

Control Mode Switchable / Dimmable

Cover / Diffuser Glass clear

Material of Housing Aluminium

Color of Housing / Ring
White / Chrome / Gold / Black / Steel 
brushed

External Wiring Cable 150 mm

Type of Connection Plug 2-pole

Mounting Type Springs

IP Class IP24

Ambient Temperature in °C -20… +40

Features Adjustable

Spare Parts Part No.

Spare parts on request

DL90 S
Downlight for MR16 LED lamps. Applicable for cabins, accommodation 
and public areas

The DL90S is a streamlined, recessed spotlight designed for cabins and public areas 
aboard ships. Its compact aluminum body and discreet decorative ring—available in 
finishes like white, chrome, brushed steel, gold, or black—blend smoothly into discerning 
interiors. It accommodates MR16 GU5.3 LED (or halogen) lamps up to 35 W, allowing 
precise beam direction. The DL90S mounts easily in ceilings up to 20 mm thick using 
spring clips and connects via a plug-in system. Compliant with maritime classification 
standards, it offers flexible elegance with custom connector and transformer options.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage GU5.3 max. 35 W

Control Mode Switchable / Dimmable

Material of Housing Aluminium

Color of Housing / Ring
White / Chrome / Gold / Black / Steel 
brushed

Type of Connection Plug 2-pole

Cut Out in mm 70 mm

Spare Parts Part No.

Spare parts on request
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HL65
Illuminated LED sign for escape routes, wall mounted, for outdoor areas

The HL65 from LightPartner is a robust, wall-mounted LED emergency sign designed 
for escape route marking in outdoor and marine environments. Encased in durable 
white polycarbonate with pre-fitted mounting holes, it meets maritime classification 
requirements and offers IP65 protection against dust and water. Powered via a terminal 
connection and equipped with standard pictogram foils, this low-energy fixture ensures 
clear, reliable visibility (max ~2.5 W, 230 V AC). Lightweight and easy to install, the HL65 
can also be configured with emergency backup or ceiling mounting options to suit various 
installation needs.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 2.5 W

Emergency Function Optional 3h Battery backup

Material of Housing Polycarbonate

Color of Housing / Ring White

Cable Entry Grommet

Type of Connection Terminal 3-pole

Mounting Type Mounting holes

IP Class IP65

Features Different Signs

Spare Parts Part No.
Spare parts on request

HL71
Illuminated LED sign for escape routes

The HL71 from LightPartner is an illuminated LED sign designed for clear marking of 
escape routes aboard ships. Its galvanized, zinc-plated steel housing ensures marine-
grade durability, while the PMMA signplate can feature custom pictograms and finishes to 
harmonize with interior design themes. Operating at low power (max 2.2 W) and running 
on standard 120–240 V AC via a Wago plug-in connector, the HL71 combines visibility 
with energy efficiency. Lightweight and easy to mount with four screw holes, it meets all 
relevant maritime safety and classification requirements, offering optional emergency 
backup configurations for enhanced safety.

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 2.2 W

Emergency Function Optional 3h Battery backup

Material of Housing Galvanized Steel

Color of Housing / Ring RAL / NCS colors / chrome / brushed

External Wiring Cable 400 mm

Type of Connection Plug 3-pole

Mounting Type Mounting holes

IP Class IP20

Cut Out in mm 61 × 239 mm

Features Different Signs

Spare Parts Part No.

Spare parts on request
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TL09 Sign
Illuminated LED sign for decks, stores and engine rooms

Illuminated LED sign for decks, stores and engine rooms.The TL09 Sign is a robust LED 
sign luminaire designed for use on decks, in stores and engine rooms. The luminaire is 
suitable for indoor and outdoor applications and can be configured for cruise, offshore, 
naval and commercial vessels.Available with different supply voltages, light colors and 
control options. Emergency lighting versions with secondary circuit or 3-hour battery 
backup are available. The robust housing is made of galvanized steel or stainless steel 
1.4404 and provides IP67 protection.Different cover and diffuser options, cable entries 
and housing colors are available. Customer-specific pictograms and configurations can 
be provided on request.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 4 W / 1× 6 W

Lumen Output 250 lm / 500 lm

Color Temperature
3000 K / 4000 K / 5700 K / 6500 K / Red 
/ Green / Blue

Control Mode Switchable / Dimmable / DALI

Emergency Function Sec. circuit / 3h Battery backup

Cover / Diffuser Polycarbonate opal / satin

Material of Housing Galvanized steel / Stainless Steel 1.4404

Color of Housing / Ring RAL / NCS colors

Cable Entry
Cable glands, Plastic / Brass, 1×-2× M20 
/ 1×-2× M25

External Wiring Ø 6–13 mm / Ø 9–17 mm

Type of Connection Terminal 3-pole / 5-pole, 2.5 mm² / 4 mm²

Mounting Type Mounting holes

IP Class IP67

Ambient Temperature in °C -25… +45

Features Shock proof / EMI proof / Adaption light / 
Connection box

Spare Parts Part No.
Spare parts on request
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SL Montreal A
Decorative lighting series for living rooms, floor lamp

The SL Montreal A from LightPartner is a decorative floor-standing LED lamp crafted to 
enrich cabins, lounges, and passenger areas onboard vessels. Its timeless design features 
a slender, powder-coated steel stem and weighted base—available in matte nickel or 
polished brass—topped with a classic fabric-style chintz lampshade that emits a warm, 
diffused light. Designed to international maritime classification standards, the SL Montreal 
A blends interior elegance with naval reliability. Powered via standard AC or DC systems 
with an E27 LED lamp, it accommodates flexible lighting preferences (lamp not included 
) and incorporates a clean single-cable connection with a standard plug. Lightweight yet 
robust, it provides stylish accent lighting with maritime-grade quality.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 100 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, natural white

Color of Housing / Ring Nickel matte or brass polished

External Wiring Cable

Type of Connection Euro plug

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request

SL Montreal B
Decorative Lighting series for living rooms, floor lamp

The SL Montreal B from LightPartner is a decorative floor-standing LED lamp crafted to 
enrich cabins, lounges, and passenger areas onboard vessels. Its timeless design features 
a slender, powder-coated steel stem and weighted base—available in matte nickel or 
polished brass—topped with a classic fabric-style chintz lampshade that emits a warm, 
diffused light. Designed to international maritime classification standards, the SL Montreal 
B blends interior elegance with naval reliability. Powered via standard AC or DC systems 
with an E27 LED lamp, it accommodates flexible lighting preferences (lamp not included 
) and incorporates a clean single-cable connection with a standard plug. Lightweight yet 
robust, it provides stylish accent lighting with maritime-grade quality.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 100 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, creme white

Color of Housing / Ring Nickel matte or brass polished

External Wiring Cable

Type of Connection Euro plug

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request
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TI Montreal A
Decorative lighting series for living rooms, table light large

The TI Montreal A from LightPartner is a large sophisticated table-mounted LED lamp 
designed to enhance cabins, lounges, and working areas aboard vessels. Its graceful 
curved stem and sturdy base—available in matte nickel or polished brass—support 
a fabric-style lampshade that bathes the space in a soft, warm glow. Crafted to meet 
maritime classification standards, the TI Montreal A features an E27 lamp socket (lamp not 
included) and can operate on both AC and DC power systems. With a clean single-cable 
connection and lightweight construction, it brings refined lighting and functional elegance 
to onboard interiors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, natural white

Color of Housing / Ring Nickel matte or brass polished

External Wiring Cable

Type of Connection Euro plug

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request

TI Montreal B
Decorative lighting series for living rooms, table light small

The TI Montreal B from LightPartner is a small sophisticated table-mounted LED lamp 
designed to enhance cabins, lounges, and working areas aboard vessels. Its graceful 
curved stem and sturdy base—available in matte nickel or polished brass—support 
a fabric-style lampshade that bathes the space in a soft, warm glow. Crafted to meet 
maritime classification standards, the TI Montreal B features an E27 lamp socket (lamp not 
included) and can operate on both AC and DC power systems. With a clean single-cable 
connection and lightweight construction, it brings refined lighting and functional elegance 
to onboard interiors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, natural white

Color of Housing / Ring Nickel matte or brass polished

External Wiring Cable

Type of Connection Euro plug

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request



Floor and Table Luminaires 111110 Possible combinations and additional options must be checked. Not all combinations are possible. Please contact us for more information.

TI Montreal C
Decorative Lighting series for living rooms, table light large

The TI Montreal C from LightPartner is a large sophisticated table-mounted LED lamp 
designed to enhance cabins, lounges, and working areas aboard vessels. Its graceful 
curved stem and sturdy base—available in matte nickel or polished brass—support 
a fabric-style lampshade that bathes the space in a soft, warm glow. Crafted to meet 
maritime classification standards, the TI Montreal C features an E27 lamp socket (lamp not 
included) and can operate on both AC and DC power systems. With a clean single-cable 
connection and lightweight construction, it brings refined lighting and functional elegance 
to onboard interiors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, creme white

Color of Housing / Ring Nickel matte or brass polished

External Wiring Cable

Type of Connection Euro plug

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request

TI Montreal D
Decorative Lighting series for living rooms, table light small

The TI Montreal D from LightPartner is a small sophisticated table-mounted LED lamp 
designed to enhance cabins, lounges, and working areas aboard vessels. Its graceful 
curved stem and sturdy base—available in matte nickel or polished brass—support 
a fabric-style lampshade that bathes the space in a soft, warm glow. Crafted to meet 
maritime classification standards, the TI Montreal D features an E27 lamp socket (lamp not 
included) and can operate on both AC and DC power systems. With a clean single-cable 
connection and lightweight construction, it brings refined lighting and functional elegance 
to onboard interiors.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 60 W

Control Mode Switchable / Dimmable

Cover / Diffuser Lamp shade Chintz, creme white

Color of Housing / Ring Nickel matte or brass polished

External Wiring Cable

Type of Connection Euro plug

IP Class IP20

Features Optional Integrated on-off switch

Spare Parts Part No.
Spare parts on request
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TI14
Chart table light with flexible arm and switch in base

The TI14 from LightPartner is a premium chart and reading table lamp engineered to meet 
maritime classification standards. Featuring a flexible arm with base-mounted switch and 
compact, robust construction, this fixture offers precise, ambient illumination ideal for 
navigation or workspaces. It runs on low-voltage MR16 LED (GU5.3) and is available with 
various arm lengths and optional 24 V versions. Durable, adjustable, and designed for calm 
and effectiveness during long shifts at sea.

Spare Parts Part No.
Transformer 120 V / 12 V 7103009500

Transformer 230 V / 12 V 7103014600

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage 1× 3 W

Color Temperature 5500 K

Beam Direction Flexible arm

Control Mode Integrated on-off switch

Cable Entry Frosted

External Wiring Cable

Type of Connection Plug

IP Class IP20 / IP65

Features
Different arm lengths (250 mm / 700 mm) / 
Jointed lamp head

TI20 A
Magnifier LED table light, adjustable

Illuminate your workspace with precision and style. The TI20 A from LightPartner – Magnifier 
LED table light combines a powerful, dimmable LED light source with an integrated 
magnifying lens, providing perfect visibility for detailed tasks. Its modern white design and 
flexible, adjustable arm make it the ideal solution for any office or hobby area, blending 
functionality with a clean aesthetic.

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 5.3 W

Color Temperature 5000 K

Beam Direction Flexible arm

Control Mode Integrated on-off switch, dimmable

Cover / Diffuser
Biconvex glass lens, Ø 120 mm,  
3 diopters (1,75 × power)

Material of Housing Steel

Color of Housing / Ring RAL9010

External Wiring Cable 2000 mm

Type of Connection Euro plug

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C 0… +30

Spare Parts Part No.
Spare parts on request
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TI20 B
LED table light with switch and dimmer in lighting base

Experience ultimate control and precision with the TI20 B LED table light. Featuring 
a convenient switch and dimmer integrated directly into its base, this light gives you 
effortless command over your workspace illumination. Crafted from durable aluminum 
and plastic, its sleek design and powerful, adjustable LED light source make it the perfect 
addition to any desk, combining cutting-edge functionality with a minimalist aesthetic.

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 14 W

Lumen Output 1800 lm

Color Temperature 5000 K

Beam Direction Flexible arm

Control Mode Integrated on-off switch and dimmable

Cover / Diffuser Prismatic

Material of Housing Aluminium

Color of Housing / Ring RAL9005

External Wiring Cable 1800 mm

Type of Connection Euro plug

Mounting Type Mounting holes

IP Class IP20

Ambient Temperature in °C 0… +40

Spare Parts Part No.
Spare parts on request

TI20 C
Table light, adjustable

Style meets versatility. The TI20 C table light from LightPartner in a sleek, silver metal 
finish offers a clean and modern lighting solution for any workspace. With its adjustable 
design and durable construction, this luminaire provides the perfect blend of functionality 
and refined aesthetics. Designed to be fitted with your choice of LED lamp, it’s the ideal 
adaptable light for any task.

Technical Details
Input Voltage 230 VAC / 120 VAC / 24 VDC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz / 0 Hz

Wattage E27 max. 100 W

Control Mode Integrated on-off switch

Material of Housing Metal

Color of Housing / Ring RAL9006

External Wiring Cable

Type of Connection Schuko plug

IP Class IP20

Spare Parts Part No.
Spare parts on request
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TI20 D
LED table light, adjustable

For precise lighting at your workplace: The TI20 D LED table light from LightPartner 
combines powerful LED technology with a convenient switch and dimmer located in the 
base. Its sleek design and flexible, adjustable form make it the ideal solution for any desk, 
whether in the office or at home. Functionality meets elegant design

Technical Details
Input Voltage 230 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 8 W

Lumen Output 1400 lm

Color Temperature 5000 K

Beam Direction Flexible arm

Control Mode Integrated on-off switch

Material of Housing Aluminium

Color of Housing / Ring Aluminium grey

External Wiring Cable 1500 mm

Type of Connection Schuko plug

Mounting Type Fixing clamp

IP Class IP20

Features Different fixing kits

Spare Parts Part No.
Spare parts on request

TI65
Friction-arm LED machine light with switch for workbenches  
with harsh ambient conditions

Engineered for tough environments, the TI65 Friction-arm LED Machine Light delivers 
durable and precise illumination for your workbench. With a robust housing of aluminum, 
steel, and GRP, and a protective IP65 rating, this light is built to withstand harsh conditions. 
Its adjustable friction arm and powerful LED light source make it the perfect, reliable 
partner for demanding tasks, ensuring clear visibility where you need it most.

Technical Details
Input Voltage 230 VAC / 120 VAC

Application Cruise / Offshore / Naval / Commercial

Frequency 50–60 Hz

Wattage 1× 12 W

Lumen Output 1260 lm

Color Temperature 6000 K

Beam Angle 25°

Beam Direction Flexible arm

Control Mode Integrated on-off switch

Cover / Diffuser Glass clear

Material of Housing Aluminium

Color of Housing / Ring RAL9006

External Wiring Cable 1500 mm

Type of Connection Schuko plug

Mounting Type Mounting holes

IP Class IP65

Ambient Temperature in °C 0… +50

Spare Parts Part No.
Spare parts on request



Luminaires are subject to a number of environmental influences 
throughout their service life. These affect their performance 
and durability, and therefore the product’s impact on the en- 
vironment. At LightPartner, we subject our luminaires to 
rigorous testing in extreme environmental conditions, including 
vibration, shock, climate and temperature. Our in-house lab 
meets the high standards of leading classification societies 
as well as international IMO and military requirements.

The environmental simulation is designed to evaluate the qua- 
lity of technical products and identify potential vulnerabilities. 
This testing process guarantees the reliability of our luminaires, 
ensuring we deliver the highest quality products.
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Quality & Testing

Reliable lighting,  
tested the right way

Our testing methods

Vibration

Luminaires undergo controlled vibration simulations 
to evaluate their structural integrity and reliability 
under real-life conditions. This testing ensures com- 
pliance with durability standards for transport, in- 
stallation, and operational environments.

Light Measurements

We evaluate luminaires for their photometric per- 
formance, including brightness, color accuracy, 
beam distribution and efficiency. Using specialized 
equipment, we measure critical parameters such 
as luminous flux, intensity, and color temperature.

Endurance Test

To evaluate the reliability and longevity of our pro- 
ducts, we conduct endurance tests that simulate 
real-life conditions, including exposure to an am- 
bient temperature of up to +45°C. Samples are 
inspected and undergo light measurement at de- 
fined time intervals.

Climatic Test

In our climatic chamber, luminaires are exposed 
to extreme temperatures, rapid temperature 
changes, and varying humidity levels to simulate 
real-life environmental conditions. These tests 
evaluate their thermal stability, moisture resistance, 
and overall performance under challenging 
climates.

IP Protection Classes

An important part of our laboratory is the immersion 
tank. Here, we test the water ingress protection 
of our luminaires. We test for IPX7, which means 
the luminaire must withstand submersion in one 
meter of freshwater for up to 30 minutes.
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Refit Solutions

With a professional refit, we modernise your existing lighting 
infrastructure on cargo ships, offshore platforms, passenger 
ships or other specialised vessels. We rely on durable, low-
maintenance LED systems that not only significantly reduce 
energy consumption, but also lower operating costs and im- 
prove the environmental footprint of your fleet.

Our solutions are designed for the extreme conditions at sea 
and comply with all relevant maritime standards and cla- 
ssification requirements (e.g. DNV, IEC 60092). We offer tailor-
made concepts that can be seamlessly integrated into  
existing systems without the need for time-consuming con-
versions.

Fast, future-ready 
LED upgrades  
without replacing  
the entire system

Refit options

Your benefits

Easy Upgrade

Our uncomplicated LED up- 
grade concept works for many 
of the luminaires that are in- 
stalled on board, regardless  
of the supplier. You simply 
replace the internal gear tray 
with a ready-to-connect LED 
module (plug & play), retaining 
the existing mains connection 
and luminaire housing. Within 
a few minutes, the luminaire  
is upgraded to long-lasting 
LED technology.

Clever Replacement

We offer clever solutions to 
easily replace your old product 
with a new, efficient LED lamp. 
Considering the conditions on 
board and the original moun-
ting footprint, we help you find 
the perfect fit from our exten-
sive range. This lets you use the 
lamp fixings already installed 
on site and avoid time-consu-
ming installation work when 
replacing the luminaire.

Smart Features

There is much more to modern 
lighting than a simple on/off 
switch. That is why our compre- 
hensive LED concepts include 
smart additions that enable in- 
dividual light management 
and optimize performance. So 
you are not only switching to 
sustainable LEDs, but also in- 
vesting in flexible, future- 
oriented lighting systems.

Eco-Friendly

LED means less energy, less waste, and full  
control over where and when light is needed.

Cost Optimization

Maximum illumination with minimal energy,  
for greener operations and reduced costs.

New Regulations

LED lighting helps meet IMO standards like  
EEXI and improves your vessel’s CII.

Low Maintenance

Durable LEDs and premium luminaires for years 
of low-maintenance performance.

At a time when sustainability and energy efficiency are be- 
coming increasingly important, retrofitting lighting systems 
in the maritime industry has become a strategic necessity. 
New international environmental regulations, such as the 
IMO’s CO2 reduction requirements, call for concrete  
measures to reduce emissions. Modern, energy-saving  
LED lighting can directly contribute to this.
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Smart Lighting
& Management

Intelligent control for 
performance, comfort 
and sustainability

Smart lighting systems put light exactly where and when it  
is needed. With sensors, smart controls and data-driven  
management, energy is saved, comfort is enhanced and ships 
become more efficient.

Intelligent control:
Light exactly where it’s needed

Motion, presence and daylight sensors deliver the right 
light at the right time and in the right place. Energy is 
only used where needed, making the system efficient, 
sustainable and cost-effective. Beyond efficiency, 
control creates atmosphere. Any mood can be tailored 
with ease, from bright light for focus to warm tones for 
relaxation.

Lighting management:
Full control for maximum efficiency

Smart lighting management provides full insight into 
your on-board systems. From CO2 analysis and usage 
data to occupancy reporting and remote maintenance, 
every detail is transparent. Electronic control unlocks 
the full potential of modern luminaires. It reduces energy 
usage and costs while ensuring reliable, future-proof 
operation.

Core Functions

Light Control

Intelligent lighting control 
allows precise adjustment  
of brightness, color temp- 
erature and zones on board.

Management

Smart management coordi-
nates all lighting systems to 
ensure smooth and reliable 
operations.

Monitoring

Continuous monitoring  
provides full transparency  
on energy use, operating  
status and potential faults.
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